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234.223 Gate arm. 
234.225 Activation of warning system. 
234.227 Train detection apparatus. 
234.229 Shunting sensitivity. 
234.231 Fouling wires. 
234.233 Rail joints. 
234.235 Insulated rail joints. 
234.237 Reverse switch cut-out circuit. 
234.239 Tagging of wires and interference of 

wires or tags with signal apparatus. 
234.241 Protection of insulated wire; splice 

in underground wire. 
234.243 Wire on pole line and aerial cable. 
234.245 Signs. 

INSPECTIONS AND TESTS 

234.247 Purpose of inspections and tests; re-
moval from service of relay or device 
failing to meet test requirements. 

234.249 Ground tests. 
234.251 Standby power. 
234.253 Flashing light units and lamp volt-

age. 
234.255 Gate arm and gate mechanism. 
234.257 Warning system operation. 
234.259 Warning time. 
234.261 Highway traffic signal pre-emption. 
234.263 Relays. 
234.265 Timing relays and timing devices. 
234.267 Insulation resistance tests, wires in 

trunking and cables. 
234.269 Cut-out circuits. 
234.271 Insulated rail joints, bond wires, and 

track connections. 
234.273 Results of inspections and tests. 

REQUIREMENTS FOR PROCESSOR-BASED 
SYSTEMS 

234.275 Processor-based systems. 

Subpart E—Emergency Notification Sys-
tems for Telephonic Reporting of Un-
safe Conditions at Highway-Rail and 
Pathway Grade Crossings 

234.301 Definitions. 
234.303 Emergency notification systems for 

telephonic reporting of unsafe conditions 
at highway-rail and pathway grade cross-
ings. 

234.305 Remedial actions in response to re-
ports of unsafe conditions at highway- 
rail and pathway grade crossings. 

234.306 Multiple dispatching or maintaining 
railroads with respect to the same 
ighway-rail or pathway grade crossing; 
appointment of responsible railroad. 

234.307 Use of third-party telephone service 
by dispatching and maintaining rail-
roads. 

234.309 ENS signs in general. 
234.311 ENS sign placement and mainte-

nance. 
234.313 Recordkeeping. 
234.315 Electronic recordkeeping. 
234.317 Compliance dates. 

Subpart F—Highway-Rail and Pathway 
Crossing Inventory Reporting 

234.401 Definitions. 
234.403 Submission of data to the Crossing 

Inventory, generally. 
234.405 Submission of initial data to the 

Crossing Inventory for previously unre-
ported crossings. 

234.407 Submission of initial data to the 
Crossing Inventory for new crossings. 

234.409 Submission of periodic updates to 
the Crossing Inventory. 

234.411 Changes requiring submission of up-
dated information to the Crossing Inven-
tory. 

234.413 Recordkeeeping. 
234.415 Electronic recordkeeping. 

APPENDIX A TO PART 234—SCHEDULE OF CIVIL 
PENALTIES 

APPENDIX B TO PART 234—ALTERNATE METH-
ODS OF PROTECTION UNDER 49 CFR 
234.105(c), 234.106, AND 234.107(c). 

AUTHORITY: 49 U.S.C. 20103, 20107, 20152, 
20160, 21301, 21304, 21311, 22501 note; Pub. L. 
110–432, Div. A., Sec. 202, 28 U.S.C. 2461, note; 
and 49 CFR 1.89. 

SOURCE: 61 FR 31806, June 20, 1996, unless 
otherwise noted. 

Subpart A—General 

§ 234.1 Scope. 

(a) This part prescribes minimum— 
(1) Maintenance, inspection, and test-

ing standards for highway-rail grade 
crossing warning systems; 

(2) Standards for the reporting of 
failures of highway-rail grade crossing 
warning systems and for the actions 
that railroads must take when such 
systems malfunction; 

(3) Requirements for particular iden-
tified States to develop State highway- 
rail grade crossing action plans; 

(4) Requirements that certain rail-
roads establish systems for receiving 
toll-free telephone calls reporting var-
ious unsafe conditions at highway-rail 
grade crossings and pathway grade 
crossings, and for taking certain ac-
tions in response to those calls; and 

(5) Requirements for reporting to, 
and periodically updating information 
contained in, the U.S. DOT National 
Highway-Rail Crossing Inventory for 
highway-rail and pathway crossings. 
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(b) This part does not restrict a rail-
road from adopting and enforcing addi-
tional or more stringent requirements 
not inconsistent with this part. 

[77 FR 35190, June 12, 2012, as amended at 80 
FR 786, Jan. 6, 2015] 

§ 234.3 Application and responsibility 
for compliance. 

(a) With the exception of § 234.11, this 
part applies to all railroads except the 
following: 

(1) Operations of a plant railroad as 
defined in § 234.5; 

(2) Rapid transit operations in an 
urban area that are not connected to 
the general railroad system of trans-
portation; or 

(3) Tourist, scenic, historic, or excur-
sion operations conducted only on 
track used exclusively for that purpose 
(i.e., there is no freight, intercity pas-
senger, or commuter passenger railroad 
operation on the track) and only on 
track inside an installation that is in-
sular; i.e., the operations are limited to 
a separate enclave in such a way that 
there is no reasonable expectation that 
the safety of the public—except a busi-
ness guest, a licensee of the railroad or 
an affiliated entity, or a trespasser— 
would be affected by the operation. An 
operation will not be considered insu-
lar if one or more of the following ex-
ists on its line: 

(i) A public highway-rail crossing 
that is in use; 

(ii) An at-grade rail crossing that is 
in use; 

(iii) A bridge over a public road or 
waters used for commercial navigation; 
or 

(iv) A common corridor with a rail-
road, i.e., its operations are within 30 
feet of those of any railroad. 

(b) Although the duties imposed by 
this part are generally stated in terms 
of the duty of a railroad, each person, 
including a contractor or subcon-
tractor for a railroad, who performs 
any task covered by this part, shall 
perform that task in accordance with 
this part. 

[77 FR 35190, June 12, 2012] 

§ 234.5 Definitions. 

As used in this part: 

Activation failure means the failure of 
an active highway-rail grade crossing 
warning system to indicate the ap-
proach of a train at least 20 seconds 
prior to the train’s arrival at the cross-
ing, or to indicate the presence of a 
train occupying the crossing, unless 
the crossing is provided with an alter-
native means of active warning to 
highway users of approaching trains. 
(This failure indicates to the motorist 
that it is safe to proceed across the 
railroad tracks when, in fact, it is not 
safe to do so.) A grade crossing signal 
system does not indicate the approach 
of a train within the meaning of this 
paragraph if—more than 50% of the 
flashing lights (not gate arm lights) on 
any approach lane to the crossing are 
not functioning as intended, or in the 
case of an approach lane for which two 
or more pairs of flashing lights are pro-
vided, there is not at least one flashing 
light pair operating as intended. Back 
lights on the far side of the crossing 
are not considered in making these de-
terminations. 

Appropriately equipped flagger means a 
person other than a train crewmember 
who is equipped with a vest, shirt, or 
jacket of a color appropriate for day-
time flagging such as orange, yellow, 
strong yellow green or fluorescent 
versions of these colors or other gen-
erally accepted high visibility colors. 
For nighttime flagging, similar outside 
garments shall be retro reflective. Ac-
ceptable hand signal devices for day-
time flagging include ‘‘ STOP/SLOW’’ 
paddles or red flags. For nighttime 
flagging, a flashlight, lantern, or other 
lighted signal shall be used. Inasmuch 
as Part VI of the Federal Highway Ad-
ministration’s Manual on Uniform 
Traffic Control Devices addresses 
standards and guides for flaggers and 
flagging equipment for highway traffic 
control, FRA recommends that rail-
roads be aware of the standards and 
follow them to the greatest extent pos-
sible. Copies of the latest MUTCD pro-
visions regarding flagging will be avail-
able from FRA, as well as FMCSA, as 
changes are made in this area. 

Credible report of warning system mal-
function or credible report of warning 
system malfunction at a highway-rail 
grade crossing means a report that con-
tains specific information regarding a 
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